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Model No.: YSH-FRGBB-IA

Applications:
ElDecorations Elllluminations

ElAdvertisement, Wall-washer,

=JFlood Lights
Under water lamp, Gardon lamp. 9

Characteristics:

Copper Frame,High Lumen Maintenance.
Low Heat resistor, reflow soldering available, reliable, wide angle, easy to install

Economic energy, envionmental protection, long life, no ultraviolet radiation.

5 Use 1W Power LED as light source.

g Strictly accord with CE & ROHS Instruction.

Code System:

51. Company Code, short for Young Sun

YSH_'FRGBB' IA g2. Code for High Power LED series.

TT T 71T 171
I T R 53. Code for Power Dissipation.
12 3 4 5 6
g4. Code for Wavelength Color .
£5. Code for Luminous Intensity grade.

£6. Code for Aluminium Heat Sink (Y:YES  N:NO)
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Absolute Maximum Ratings: (Ta=257C) .

ITEMS Symbol Absolute Maximum Rating Unit
Forward Current Ir 350 mA
Peak Forward Current Ire 370 mA
Suggestion Using Current Isu 350-370 mA
Reverse Voltage Vr 5 \
Power Dissipation Po 1400 mw
Operation Temperature Torr 25 ~ +80 C
Storage Temperature Tste 40 ~ +100 C
Lead Soldering Temperature TsoL Max. 260°C for 3 Sec. Max. (3mm from the base of the expoxy bulb)
Detail:
ITEMS Symbol |  Color Min. Typ. Max. Unit Test
condition
Forward Voltage Ve 2.2 2.4 2.6 \Y,
Luminous Flux oV Red 30 35 40 LM
Wavelength AA 620 625 630 nm
Forward Voltage VF 3.2 3.4 3.6 \Y,
Luminous Flux oV Blue 10 13 15 LM
Wavelength AA 460 463 465 nm
Forward Voltage Ve 3.2 3.5 3.8 vV Ir=350mA
Luminous Flux (ORY} Green 50 57 60 LM
Wavelength AA 520 522 525 nm
50% Viewing Angle 201/2 - - 120 -
deg
Aeg(° ) Or RGB - 150 o
Reverse Current Ir _ _ 10 uA Vr=5V

E__II Luminous flux tolerance +4%.

Farward voltage tolerance £0.1V.
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Electronical & Optical Characteristics Diagram:
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Detail:

LED CHIP
Model No. Surface Color
Material Color
YSH-FRGBB-IA InGaN RGB White
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nger lifespan of LED.
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