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| File No.| 547 [SHEET 1

SPECIFICATION
1. General Characteristics:

0.50 FPC/FFC SMT Right Angle ZIF

Top Contact
2. Material&Finish:
Housing: Engineering Thermoplastic UL94V-0
Ivory In Colour
Latch:Engineering Thermoplastic UL94V-0
Black In Colour
Contact: Copper Alloy
Peg: Copper Alloy

3. Electrical Characteristics:

Current Rating:1Amp Min.

Voltage Rating: 500VAC Min

Contact Resistance: 40 Milliohms Max.

Insulation Resistance: 100 Megohms Min.At 500VDC
4. Solderability

Resistance To Soldering Heat: 260+5°C

5. Environmental Characteristcs:

Operating Temperature: —20°C To +85°C
6. RoHS Compliant

Pin{ A B C

26]119.5 1 12.5 [13.60
28[20.5 [13.5 [14.60
21.5|14.5 |15.60
22.5 | 15.5 |16.60
23.5|16.5 |17.60
245 [17.5 ]18.60
25.5 | 18.5 |19.60
26.5 | 19.5 |20.60

27.5120.5 |21.60
29.0]22.0 |23.10
31.5 [ 24.5 |25.60
33.5 | 26.5 |27.60
35.0 | 28.0 |29.10
36.5 ] 29.5 |30.60
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